
Building description 
 

CHALET IN FINESTRAT  
 
DIMENSIONAL FORGED CONCRETE STRUCTURE WITH SRYROFOAM AND STEEL REINFORCEMENT  
FACADE ENCLOSURES  
Facade finished externally with continuous monolayer mortar coatings in white or similar.  
It has the best thermal insulation and thermal bridges treatment.  
The terraces will be closed with safety laminar glass railing combined with exposed concrete sills.  
 
PARTITIONS AND INSULATION  
Interior divisions between rooms with partition system based on ceramic brick of 7, to achieve higher 
acoustic and thermal insulation values than traditional ones.  
The walls have a greater degree of perfection in their finish that allows us to finish in smooth paint.  
 
COVERS, TERRACES AND SOLARIUM  
All the roofs will be flat and passable (with the exception of the turret), and a special interest will be 
placed on the thermal insulation and waterproofing in such a way that any possibility of thermal 
transmission or humidity is eliminated.  
 
EXTERNAL WOODWORK  
External carpentry of lacquered aluminum in gray or similar, with thermal bridge break, interposing a 
profile of polyamide (great insulating capacity) that avoids the exterior-interior temperature 
transmissions, improves the energy saving and the superficial comfort of the carpentry and avoids 
condensations on profiles.  
Double insulating glazing with camera (climalit) and security in areas with impact risk with solar 
control.  
 
INTERIOR CARPENTRY  
Armored main house door, with a lacquered finish in white or similar, wooden outside, with remote 
opening and closing.  
Folding step doors (of 2,11 height) with a solid DM board finished lacquered in white or similar with a 
meticulous design, providing the house an elegant and original aspect.  
Sliding wardrobe doors. Making maximum use of the space and will be also finished in white 
lacquered or similar.  
The interior of the wardrobes will be block type, covered in colored melamine, with hanging bars, 
shelves and a chest of drawers in each bedroom.  
The fittings and handles will be made of stainless steel.  
 
LIVING ROOM, BEDROOMS AND CORRIDORS  
The pavement will be large format porcelain (120cm * 60cm), for intense traffic, above that usually 
installed in homes. Topped with a 10 cm height skirting board, with an acoustic sheet placed under.  
The walls will be finished with smooth colored plastic paint.  
False plasterboard ceiling will be placed in bathrooms, kitchens and hallways, plaster on ceilings in 
living rooms and bedrooms and all finished in smooth plastic paint.  
 
BATHROOMS  
Single-lever taps and white sanitary suspended.  
Bathrooms with shower and washbasin and mixer taps. Mirrors integrated in bathroom fronts.  



AIR CONDITIONING  
The installation of air conditioning (AEROTERMIA) will be carried out by means of a heat pump (hot-
cold) and a duct system, with the external elements (condensers) located on the roof.  
It will have a programmable thermostat placed in the living room.  
The indoor unit of the installation will be located in the false ceiling of one of the bathrooms.  
Underfloor heating in all bathrooms.  
 
VENTILATION AND EXTRACTION SYSTEM  
Interior air quality guarantee HS3, in accordance with the Technical Building Code (CTE).  
The houses have elements such as the micro-ventilation of the Exterior Carpentry that guarantees 
adequate ventilation, providing an external air flow and guaranteeing the extraction of polluted air.  
At the same time and according to the CTE, the houses have a double flow ventilation system, 

guaranteeing healthiness, comfort and hygiene in the interior of the house, in addition to preventing 

the accumulation of moisture, and the deterioration of buildings. 

INSTALLATION OF ELECTRICITY AND TELECOMMUNICATIONS  
According to the Low Voltage Electrotechnical Regulation. First brand mechanisms.  
Each house will have a video intercom.  
According to I.C.T. and telephony: Telephone and Television sockets in the living-dining room, in the 
kitchen and in all the bedrooms.  
The promotion will have the common infrastructure necessary for the subsequent installation of 
Digital and Cable television receivers.  
 
INSTALACIÓN DE FONTANERÍA Y ACS  
Indoor installation of houses for cold and hot water with cutting keys in all wet rooms and in each of 
the sanitary appliances.  
Compact fan heater for domestic hot water supply, complying with current regulations in terms of 
energy saving, thus ensuring a responsible and renewable energy supply; but, without renouncing 
the traditional operation and obtaining considerable savings in space and maintenance of the usual 
solar panels.  
 
KITCHEN  
Kitchens fully equipped with furniture and all appliances. White lacquered finish or similar gloss or 
optional.  
High and low cupboard furniture with great quality interiors in white. Low furniture with Gola handle 
system, stainless steel finish, drawers with closing system by brake silencer and aluminum base.  
Worktop Silestone type in dark gray, 2 cm. thick with integrated stainless steel sink and mixer tap.  
Set of Appliances consisting of: Cooker hood, ceramic hob, multifunction independent oven, fridge-

freezer. 

PRICE: € 320,000. 241.1m2 built with 144m2 built in habitable areas, 37.7m2 outdoor terrace and 
59.40m2 tower with solarium. In addition to 200m2 of terrace on the ground floor and 73m2 
garage.  
The plot is 366m2, 413.65m2 with street and fence.  
 
THE CONSTRUCTION will be made with first quality materials and with an energy efficiency system 
through software with double flow ventilation.  
The chalet is delivered completely finished including kitchen furniture, parking area and fenced.  
Optional on the plot, swimming pools and gardening, on the second floor the hydromassage and 
the chillout area. In addition you can incorporate a remote opening system or other technologies 
requested by the client.  



INTEREST AREAS: the chalets are located 4 min from the Finestrat cove by car, 5 min from the 

Poniente beach, 2 min from the commercial areas of La "Marina de Finestrat" and 300 m from 

Benidorm area. 

 


